BELDEN 9844x2 OR EQUIVALENT 500" MAX
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SSP-EP SUPPORTS UP TO THIRTY-TWO RSC-2. EACH RSC-2 WILL SUPPORT TWO AD401 LOCKS ACROSS ONE OR TWO PIM401-TD2. L BELDEN 9844
RSC-1 PROVIDES ONLY TWO INPUTS. BECAUSE OF THIS IT IS RECOMMENDED THAT THE RSC-2 BE USED.
EARTH GROUND SHIELD ON BELDEN CABLE AT ONE LOCATION ONLY.
UL294 POWER SUPPLIES USED SHOULD NOT BOND EARTH GROUND TO SIGNAL GROUND.
IF PLENUM RATED CABLE IS REQUIRED USE BELDEN 88104 OR EQUIVALENT. CREATOR: TITLE: 9151110PENOP
WIRING SHOWN REFLECTS WIRING FROM SSP-EP CONTROLLER TO RSC AND DOWN TO PIM401-TD2 ONLY. ADDITIONAL WIRING WILL BE REQUIRED AND WILL NOT BE SHOWN HERE BRENDA DOVE 09/15/11 OPEN OPTIONS DNA FUSION SSP-EP RSC REV 3
NOTE: CONFIGURATION HAS NOT BEEN TESTED BY IR BUT HAS BEEN REVIEWED AND APPROVED BY OPEN OPTIONS: FIRCANILLIAM MURPHY 11/04/11 PIM401-485 AND AD401 DRAWING NO.




